TC6400 Firmware Update Procedure.

1. Install SAM-BA V 2.9
Just use sam-ba_cdc_2.9.xp_vista.exe  as is. No installation required.

Don’t run it before the USB driver has been installed!
2. Switch dip. Switch No. 4 on and power on the TC6400.

This causes the TC6400 to enter Firmware Update Mode from the USB port.

3. Attach a USB cable between TC6400 and the PC.

Select install from known location where the file ‘atm6124_cdc.inf’ is located.

USB Driver is now installed and a successful notification should be displayed.

This driver converts the USB to a serial COM port. Look into control_panel->system->hardware->DeviceManager->COM & LPT to see what com port is allocated to this USB connection.
4. Now your are ready to run ‘sam_ba_cdc_2.9.xp_vista_01’ application
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Select the proper COM port and Board Name as above and push Connect.
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5. Now you must switch dip switch no. 4 off again.

6. Execute the Script at the bottom of the window ‘Enable Dataflash (SPI0, CS0) by pressing the Execute button. The makes the serial EEPROM accessible from SAM-BA.
7. IMPORTANT. Enter the address 0x10000. This is where the Firmware is located.

8. Select a file to send to the TC6400

9. Push ‘Send File’ button

After a few seconds the Firmware has been loaded. Switch the TC6400 off and on to run the new firmware.

[image: image3.png]id SAM-BA 2.8 - AT91SAM9261-EK
File  ScriptFile Lk Help

ATS1SAMS261 Memory Display

Start Address : 0x300000 Refresh | Display format

Size in byte(s):[0x100  ascii © Bhit C 16bt © 32-bit

0x00300000 0x1CFEGCEF 0x13793D15 0x9ADARSGE 0x351CD14B

0x00300010 0x454C56DT 0x7EFBDT77 0xDEFDEF1D OxDAGTE73A

0x00300020 0x2FCB0994 0xF4102A6A 0xFEBLTADS Dx4ALEFBG0

0x00300030 (0xCD436B61 0xDSCD9TFE 0x3E13897D DxDBRCFFE9

0x00300040 (0xFAC24746 0xAFA3DBDE 0xSFB8SE4E  OxBBDFAGDE
< |

DateFlash AT45DB/DCE | SerialFlash AT25/AT26 | NandFlash | SDRAM | SRAM |

Download / Upload File

Send File Name : [C/TCB400 Firrmware/ TCE400 FW/tcE400-v082 bin Send File

Receive File Name = Receive File

Address :[0x10000 Size (ForReceive File) <0100 byte(s) Cornpare sentfle with memory

Seripts

Enable Dateflash (SPI0 CS0) - Execute

1- Buffer address : 0x20002810

-1- Buffer size: 0x80ESO bytes

-1- Applet initialization done
(sam-ba_cdc_2.8.xp_vista_01) 2 %





